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ABSTRACT 
 Superparamagnetic nanocomposites were obtained by dispersion of oleic acid-
coated magnetic ultrafine iron oxide nanoparticles (NPs) in poly(hydroxybutyrate) (PHB), a 
semicrystalline, biodegradable and biocompatible polymer. Film nanocomposites displayed 
an optically homogeneous structure formed by sub-micrometric clusters created by a strong 
NPs segregation that occurred during solvent evaporation and polymer crystallization. 
Number and size of clusters increased with the concentration of NPs producing a controlled 
shift in the blocking temperature but hardly affecting PHB crystallinity and melting 
temperature. The presence of NPs decreased the elastic modulus of PHB and slightly 
reduced its hardness, leading to materials with improved resistance to permanent damage. 
This softening effect was attributed to the oleic acid shell covering the iron oxide core of 
the NPs. The present results shed some light on the mechanisms controlling morphology of 
semicrystalline-based nanocomposites modified with ultrafine NPs, opening interesting 
possibilities for the design of materials with controlled functional properties. 
Keywords: Biodegradable Polymers, Poly(hydroxybutyrate), Superparamagnetic Materials, 
Nanocomposites.   
 
INTRODUCTION 
The design of polymer nanocomposites with predictable properties is a challenge 
that requires an efficient way to control the dispersion level of the nanoparticles (NPs) in 
the host matrix and a deep understanding concerning how these structures affect the final 
properties of the materials [1-5]. While it is well accepted that NPs dispersion strongly 
affects nanocomposites properties, it is not clear that a single state of dispersion or 
arrangement should optimize any given or all macroscale properties [5]. Sometimes, even 
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the presence of NPs aggregates could be required in a solid material or colloidal dispersion 
for a specific function or property optimization [6]. The use of gold NPs aggregates as 
efficient photothermal heaters [7] and the application of stable colloidal aggregates formed 
by the assembly of individual magnetic NPs in MRI imaging [8] are some examples that 
prove the importance of the formation of aggregates in the design of new applications. In a 
similar way, both catalytic and optical properties [9] can be enhanced through the formation 
of controlled NPs aggregates. These effects are a consequence of the strong influence that 
magnetic and dipolar interactions between particles have on the properties of final 
assemblies and show that aggregates are not always a problem but can be used as a design 
strategy for the synthesis of films with new and specific properties. Chemical affinity, 
polymer crystallinity, polymer crystallization kinetics, size and shape of NPs and relative 
sizes of these nanostructures respect to the polymer gyration radius, as well as processing 
conditions, can profoundly influence the level of dispersion attained [1-5]. Thus, 
relationship between all the variables of the fabrication processes and final states of NPs 
dispersion are important issues at the time of controlling reproducibility and material 
behaviour for a specific function.  
Compared with the preparation of materials based on amorphous polymers, 
dispersion of NPs in semicrystalline hosts is linked to the control of much more variables. 
Presence of a crystalline phase limit the location of modifiers (polymers, NPs, etc.) to the 
amorphous region (interspherulitic, intraspherulitic or interlamellar regions) [10-11] 
decreasing the available volume for NPs incorporation and making the morphology of these 
nanocomposites very dependent on the crystalline degree of the host, kinetic of 
crystallization and processing conditions (crystallization kinetics, annealing steps, presence 
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of solvent, etc.) [12-13]. This idea was first reported by Kahn et al., which studied the 
effect of crystallization on the dispersion of small PMMA coated silica NPs (15 nm) in 
PEO and found a behaviour that resembles that of molecular systems, in which the host 
“push” impurities out of the way of the crystal to maintain the crystallization process 
minimally perturbed [14]. They compared crystallization of nanocomposites formed by 
small NPs with crystallization behavior of polymer blends with a crystallizable and an 
amorphous component in which, for slow enough crystallization rates, the amorphous 
polymer can be completely expelled from the spherulites. This is not the common result 
found in the case of polymer nanocomposites synthesized with platelet fillers or large 
micrometer sized particles, too large to be easily maneuvered by the growing lamellae.  
From the opposite point of view, the presence of NPs can affect crystallinity, 
lamellar thickness, spherulitic size and even crystalline structure of polymers, which are 
expected to have an important impact on mechanical and barrier properties and on chemical 
resistance of final materials [15-16]. In this regard, different and controversial effects have 
been reported. Larger crystallinity degrees have been produced thanks to an enhanced 
crystallization ability of the matrix in the presence of nanofillers, which behave as 
nucleating agents. Mitchell and Krishnamoorti [17] reported that for the carbon 
nanotubes/poly(ε-caprolactone) composite systems the nucleation activity was 
approximately 0.56, thus it can deduced that the nanotubes incorporation acts as a source of 
heterogeneous nucleation sites. On the other hand, a decrease of the percentage of 
crystallinity with the increase in NPs content has been produced as a consequence of partial 
inhibition on polymer crystal formations [14, 18-20]. To further complicate this picture, 
recent reports have shown that moderate loadings of small NPs could have a negligible 
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effect on crystallinity and melting temperature of highly crystalline polymers [22, 23]. 
Therefore, under this complex scenario, the analysis of the inter-relationship between 
processing, morphology and properties of nanocomposites based on semicrystalline 
polymers is of fundamental interest for scientists and technologists and it requires a deep 
research.  
Modification of biocompatible polymers with inorganic nanostructures opens 
interesting possibilities for the development of new materials [24-26]. For example, the 
modification of highly semicrystalline biodegradable polymers, like Poly(3-
hydroxybutyrate) (PHB), poly(L-lactic acid) (PLLA) and  poly(ethylene oxide) (PEO) with 
functional nanostructures, opens a broad range of potential applications in the biomedical 
field [24].  
In particular, PHB is a biodegradable polyester, synthesized and intracellularly 
stored by several microorganisms in the form of granules, with properties that make it 
suitable for many applications in which petroleum-based synthetic polymers are currently 
used [27]. PHB can be produced from renewable sources through fermentation processes 
under restricted growth conditions [28]. It is a thermoplastic polymer with a high degree of 
crystallinity and with physical and mechanical properties close to those of isotactic 
polypropylene [28]. 
In this work, we evaluate the possibility of obtaining magnetic nanocomposites with 
reproducible and predictable properties, starting from PHB and ultrafine iron oxide NPs 
coated with oleic acid, one of the most common organic coatings used in the synthesis of 
iron oxide NPs [29]. We focus the investigation on the mechanisms that control dispersion 
of ultrafine NPs in highly crystalline nanocomposites as well as on the influence that their 
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arrangement has on magnetic, thermal and mechanical properties. To this aim some of the 
results of PHB/iron oxide NPs are compared with those of a similar system (PEO/iron 
oxide NPs).   
EXPERIMENTAL 
Materials 
Poly(3-hydroxybutyrate) (PHB) (kindly supplied by PHB Industrial S. A., Brazil, Mν ≈ 
250 000) and Poly (ethylene oxide) (PEO), with a molecular weight, Mw ≈ 300 000 
(Aldrich) were used as polymeric hosts. PEO was used for comparative purposes in 
magnetic measurements. Ferric chloride (FeCl3.6H2O), ferrous sulphate (FeSO4.7H2O), 
cyclohexane, dichlorometane, chloroform, poly-oxyethylen-10-oleyl ether (Brij-97), oleic 
acid and oleylamine were purchased from Aldrich and used to prepare NPs and films. All 
the reagents of analytical grade were used as received. Deionized water was used in NPs 
preparations.  
NPs synthesis 
 Ultrafine magnetite NPs with two different sizes were synthesized in order to study 
the effect of the size for certain selected formulations. NPs with an average size of 3.5 nm 
coated with oleic acid (γ-Fe2O3@OA-3.5) were obtained by a microemulsion method [30]. 
In brief, a (cyclohexane/ Brij 97/ aqueous phase) system was used with an aqueous phase 
formed by a 2:1 ferric-ferrous solution. Oleylamine was added to the microemulsion with 
magnetic stirring to form NPs. Final stabilization was attained by adding a 50/50 molar 
mixture of oleic acid and oleylamine on the reaction media. The obtained oleic acid-coated 
NPs were separated, washed and finally dispersed in chloroform to form a stable ferrofluid.  
  
7 
 
NPs with an average size of 9.5nm coated with oleic acid (γ-Fe2O3@OA-9.5) were 
obtained by a chemical coprecipitation method [31] followed by stabilization with oleic 
acid. Briefly, 0.09 mol of FeCl3.6H2O and 0.06 mol of FeSO4.7H2O were dissolved in 
200ml distilled water and heated to 90°C. For precipitation and stabilization, 60 ml of 
ammonium hydroxide and 0.014 mol of oleic acid were sequentially added rapidly. The 
black sediment was purified by successive cycles of redispersion and precipitation in 
heptane and ethanol. Last dispersion cycle was done in chloroform to obtain a stable 
ferrofluid. 
Nanocomposite films preparation 
 Films of neat polymers and nanocomposites were obtained by a solvent casting 
process. Selected amounts of a chloroform (for PHB) or dichloromethane (for PEO) 
dispersion of NPs containing 25 mg of γ-Fe2O3@OA per ml were mixed with a solution of 
1 g of the polymer in 15 ml of the respective solvent. For PHB systems, homogeneous 
solutions were prepared by stirring at 450 rpm while heating at 60°C, for 15 minutes. Then, 
the solution was placed on a 15 cm diameter glass Petri dishes and it was allowed to 
evaporate at room temperature. All films were stored in a desiccator at room temperature 
for 30 days to allow complete crystallization of PHB [32]. In the case of PEO systems, a 
similar procedure was followed without the heating step.  
Characterization methods 
 Transmission electron microscopy (TEM) images were obtained using a Philips 
CM-12 microscope operated at an accelerating voltage of 100 kV. NPs samples were 
prepared by dropping 6μL of the dispersion on a copper grid coated with Formvar and a 
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carbon film. Nanocomposite samples were obtained from ultrathin sections cut with a cryo-
ultramicrotome. 
 Small-angle X-ray scattering (SAXS) measurements were taken at room 
temperature at the beam line SAXS 1 of the National Laboratory of Synchrotron Ligth 
(LNLS, Campinas, Brazil). The scattering intensity (in arbitrary units) was recorded as a 
function of the scattering vector q = (4π/λ) sinθ, where λ is the light wavelength (1.55 Å) and 
2θ the scattering angle. 
 X-ray diffraction (XRD) spectra of NPs and nanocomposites were obtained with a 
PANalyticalX’Pert Pro diffractometer using a CuKα radiation source (λ = 0.1546 nm), 
operating at 40kV and 40mA. Scherrer equation was used to determine the average 
crystallite size, from (110) reflection:  
t= 0.9 λ/(B cosθB) 
with λ being the wavelength of the X-rays, B the width of the peaks (in radians) at the half 
of the maximum intensity and θB the angle (in radians) at which the intensity is a maximum.   
 Thermogravimetric analysis (Shimadzu TGA-50) was carried out on 5mg samples 
at a heating rate of 10ºC/min under air flow, up to 900ºC. TGA thermograms were used to 
determine the amount of NPs in the nanocomposites and the fraction of oleic acid coating 
the NPs. 
 Differential Scanning Calorimetric (DSC) measurements were carried out in a 
Shimadzu DSC-50 from room temperature to 200ºC at 10ºC/min, under N2 atmosphere. 
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The melting temperature (Tm), melting enthalpy (ΔHm) and glass transition temperature (Tg) 
were recorded in the first scan. The polymer crystallinity degree (Xc) was calculated as: 
0
.( / )(%) .100m C Pc
H m mX
H
Δ
=
Δ
                                            Eq. (1) 
where ΔHmis the experimental melting enthalpy, ΔH0 is the theoretical enthalpy of 100% 
crystalline polymer (146 J/g for PHB [33] and 197 J/g for PEO [33]), mc is the 
nanocomposite mass and mp is the polymer mass in the nanocomposite. 
Magnetic properties of nanocomposite films were measured between 5K and 300K 
in a Quantum Design PPMS. Experiments were done under zero field cooling (ZFC) and 
field cooling (FC) conditions at H =100Oe.  
Uniaxial tensile experiments were carried out at room temperature in an INSTRON 
4467 universal testing machine. Dumb-bell shaped specimens were tested at a crosshead 
speed of 1mm/min. Stress (σb) and strain (εb) at break were calculated from the nominal 
stress–strain curves. Properties were averaged from at least 5 tests.  
Depth sensing indentation tests were carried out at room temperature in a 
Triboindenter Hysitron equipped with a Scanning Probe Microscope module (SPM). Tests 
were performed under load control conditions using a diamond Berkovich tip. The 
loading/unloading rate, maximum load (Pmax) and holding time were respectively 0.3mN/s, 
3mN and 15s. The holding period at maximum load was applied to minimize creep effect 
on unloading curve [35-36]. At least 50 indentations were made in different locations of 
each sample to reduce the scattering arisen from surface roughness [37]. Analysis for the 
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tip area calibration and calculation of contact stiffness (S), reduced elastic modulus (Er) and 
indentation hardness (H) were conducted using the approach outlined by Oliver and Pharr 
[38-39]. The maximum load to contact stiffness squared parameter (P/S2), which is a 
measure of the material resistance to permanent deformation, was also evaluated [40-41]. 
 
RESULTS AND DISCUSSIONS 
 
Nanocomposites Dispersion 
TEM micrographs of the synthesized NPs, with 3.5±0.6 nm and 9.5±2.6 nm of 
average diameter, are shown in Figure 1. As can be seen, oleic acid coating avoids direct 
contact between iron oxide cores stabilizing them against aggregation and makes them 
highly dispersible in organic solvents like chloroform, THF, hexane, etc. 
PHB film Nanocomposites were obtained by a slow evaporation casting process 
from clear dispersions of magnetite NPs in PHB chloroform solutions. Oleic acid-coated 
magnetite NPs form very stable dispersions in this solvent enabling the efficient mixing of 
both components and avoiding formation of NPs aggregates previous to evaporation. Slow 
evaporation rates under solvent atmosphere were used as conditions favouring self-
organization of NPs in the polymer matrix and minimization of residual stresses in the 
films.  
Optical photographs of the films with different concentrations of γ-Fe2O3@OA-3.5 
are shown in Figure 2. As can be seen, final materials were optically homogeneous showing 
no evidences of NPs macroscopic aggregation. Enhancement in colour intensity (from 
orange to deep brown) was an expected consequence of the increase in NPs concentration.  
  
11 
 
 Although optical homogeneity of films indicated a good level of NPs dispersion in 
the matrix, TEM analysis of films nanocomposites revealed the presence of NPs clusters 
with typical sizes in the order of hundreds of nanometers in all the samples (Figure 
3).These clusters are formed by the assembly of individual NPs separated by the oleic acid 
coating (Fig. 3e). TEM observations indicated that mean size of aggregates in all samples 
was not higher than 200 nm (Feret diameter), except for an intermediate composition 
corresponding to 7 wt% of NPs, in which some aggregates with sizes up to 450 nm could 
be found (Table 1). This non-intuitive result could be explained in terms of changes in NPs 
concentration and viscosity of the medium during formation of films. It has been recently 
proposed that in nanocomposites obtained with very small NPs (like those used in this 
work), crystallization dominates organization of NPs, pushing them out of the way so as to 
result in a minimally perturbed crystallization process [23]. 
In this framework it seems reasonable that final distribution of particles will depend 
on variables like initial NPs concentration and viscosity of the medium, both affecting 
probability of particle-particle encountering. At low concentrations, viscosity of the 
medium is not very high so NPs can be easily handled by the growing lamellae and 
expelled to intra, interfibrillar or interspherulitic regions where they could find each other 
to form submicrometric assemblies. In this case, size of the aggregates would be limited by 
the number of nearest particles that can join each other before crystallization completes. At 
the highest loadings, although NPs are much closer each other, viscosity is also much 
higher. Very high viscosities would decrease the diffusion rate of NPs, hampering further 
growth of aggregates before crystallization and producing a decrease in their mean size. 
This picture could explain the existence of a maximum in aggregate size located at 
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intermediate loadings (in this case around 7 wt. %) corresponding to an optimum scenario 
of relatively high concentration and low viscosity. 
A certain degree of orientation in the way NPs assembled can also be inferred from 
TEM micrographs, especially at high loadings (Figure 3 c and d). They show formation of 
non-spherical clusters with their long axis pointing along a preferential direction. The 
origin of this effect is still not clear but could be attributed to a sort of “template” effect of 
lamellae, suggesting that formation of clusters occurred during the advance of 
crystallization front, by rejection of NPs outside the developing crystal. 
 Formation of aggregates was also confirmed by SAXS for all analysed samples 
(Figure 4). In these spectra the origin of the scattering peaks is associated with the 
dominant electron density contrast between iron oxide and the polymer. Films prepared 
with 3.5 nm NPs showed broad interference peaks centred at q values of about 1.1-1.2 nm-1 
corresponding to characteristic lengths d=2π/q, between 5.7-5.2 nm, respectively. 
Discounting a distance of about 3.5 nm for the iron oxide core leads to an edge-to edge 
separation between NPs of about 1.7-2.2 nm, which agrees well with typical distances 
(about 2 nm) observed in compact self-assembled arrangements of oleyl-coated 
nanostructures in which alkyl chains are inter-digitated. This shows a high degree of 
confinement for these NPs loadings. Slight differences observed in the position of the 
scattering peaks for different iron oxide contents could be a consequence of subtle 
variations in the degree of compactness of aggregates. Similar conclusions were obtained 
for samples prepared with bigger NPs (mean size = 9.5 nm). In this case, the scattering 
peak centred at q=0.55 nm-1 corresponded to d = 11.4 nm and a mean edge-to edge 
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separation of about 1.9 nm. In all cases, broadness of the peaks suggests no regular order in 
the aggregates, indicating that NPs are forming random arrangements with a quite broad 
distribution of interparticle distances. Is interesting to note that these are shorter distances 
when compared with that found between silica particles by Kahn et al. in PEO 
nanocomposites [14]. This is probably a consequence of the different nature of the NPs 
coating (a PMMA oligomer for silica and an oleic acid chain in the case of iron oxide used 
by us) and the dynamic of segregation, controlled by competition between viscosity and 
crystallization rate. 
 Formation of submicrometer clusters of NPs in semicrystalline polymers have also 
been reported in the recent literature for systems obtained at slow evaporation conditions 
[42]. Hence, in the case of ultrafine particles, formation of more homogeneous 
nanocomposites seems to be restricted to fast cooling from the melt, fast evaporation of 
solvent or post-synthesis processes that minimize diffusion of NPs and growing of 
aggregates, freezing non-equilibrium morphologies.  
 Surprisingly, mean size of aggregates do not seem to strongly depend on the nature 
of the matrix. NPs clusters of similar size have been reported in samples obtained by 
dispersion of the same oleic-acid NPs (γ-Fe2O3@OA-3.5) in PEO, a very hydrophilic 
polymer in which aggregation should be favoured as a consequence of chemical 
incompatibility [42]. This could indicate that for certain range of concentrations, size of 
aggregates could be more influenced by crystallinity and segregation processes than for 
chemical compatibility.   
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 Modification of PHB with larger NPs (9.5 nm) hardly changed the morphology of 
nanocomposites as shown in Figure 5. Clusters with similar sizes and morphologies could 
be observed in TEM images. This indicates that, at least for moderate loadings, size of NPs 
has a negligible effect on clusters formation mechanism. 
Properties of Nanocomposites 
 Thermal behaviour of neat films and nanocomposites was analysed by DSC. The 
calculated percentage of crystallinity (Xc) and the melting temperature at the peak for each 
material are summarized in Table 2. It is clear from these results that NPs incorporation had 
little effect on the matrix crystalline degree since the obtained values showed a maximum 
deviation of only 5% respect to the neat matrix. These results differ from that found by 
Kahn et al. for PEO/silica systems [14] which reported changes in crystallization degree for 
increasing NPs loadings. This could be associated with the lower size of iron oxide NPs 
and the lower crystallinity of PHB respect to PEO used by Kahn et al. (0.64 vs 0.87). In 
addition, the melting temperature of samples hardly changed with the addition of NPs, 
indicating also a low effect of NPs content on crystal size. Moreover, only small changes in 
the average size of crystallites (t), as determined by Scherrer equation, were observed for 
increasing loadings of NPs (Table 2). Slight influence of NPs on crystallinity, melting 
temperature and crystal size has been also recently reported for other semicrystalline 
polymers modified with very fine NPs [43-44]. This would indicate that confinement of 
NPs to the amorphous zones may occur without significant disturbance of the normal 
development of crystals in the neat biopolymer. However, subtler effects, like interference 
on lamellae or bundles arrangement with resulting increases in spherulite disorder, cannot 
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be discarded at this point. Therefore, we propose that small NPs segregate from the crystal 
phase during polymer crystallization in interlamellar, inter lamellar-bundle or 
interspherulitic regions, giving place to the formation of concentrated regions of NPs 
located in amorphous zones between crystalline domains. Formation of NPs aggregates 
(typically with sizes well below the micrometer range) are then originated by the increase 
in local concentration of NPs produced by the advance of the crystallization front and the 
confinement of NPs into the amorphous regions.  
Magnetic Properties 
As described above, modification of semicrystalline polymers with 
superparamagnetic NPs has importance in the development of functional materials with 
interesting applications in magnetic guiding, bioseparation, drug delivery, etc. Furthermore, 
analysis of magnetic properties is useful as a characterization tool of the dispersion level of 
magnetic nanocomposites. 
For single domain NPs, the anisotropy energy barrier, EB, for magnetization 
relaxation is proportional to the volume. To overcome EB, a single-domain particle is 
assisted by thermal phonons. Therefore, below a certain size, thermal energy can overcome 
EB and make the whole magnetic moment of the particle to fluctuate above a characteristic 
temperature, TB, called blocking temperature. Below TB the free movement of the moment 
of the particle is blocked by the anisotropy; above TB, thermal energy induces rapid 
fluctuations of the magnetic moment of the whole particle compared to the observation 
time so that the system appears superparamagnetic. EB is related to an effective anisotropy 
constant, Keff, through EB = Keff .V (where V is the volume of the particle). Magnetic 
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interactions modify the energy barrier and, in the limit of strong interactions, their effects 
become dominant becoming the total energy of the assembly the only relevant magnitude 
[45]. 
Magnetic properties of PHB films were measured for variable concentrations of 
NPs. Experiments were done under zero field cooling (ZFC) and field cooling (FC) 
conditions at H = 100 Oe (Figure 6). A maximum in the curve of ZFC associated to the 
blocking temperature, TB, separates the blocked from the Superparamagnetic state. (Figure 
6). Magnetization in FC conditions increased with decreasing temperature for both curves, 
ZFC and FC, splitting from slightly above TB. This behaviour is characteristic of weakly 
interacting systems of superparamagnetic NPs. As observed, for higher loadings of NPs the 
peak broadens, TB shifts to higher temperatures and low temperature saturation becomes 
evident in the FC curves, in agreement with a progressive decrease in the NPs distance and 
an increase in the magnetic dipolar interactions [46]. 
PHB based nanocomposites showed a magnetic behaviour similar to that reported 
for PEO nanocomposites prepared with an identical batch of NPs [42] (Figure 7). This 
could be understood considering the high similarity in the morphology of the NPs 
distribution (as discussed in the previous section). This behaviour was, nevertheless, very 
different from that observed for ideally dispersed systems [47-48]. Figure 7 shows the 
dependence of TB with the NPs content for PEO, PHB and poly(vinyl butyral), PVB, based 
nanocomposites. PVB is an amorphous polymer that, with the same oleic acid-coated NPs 
used in this work, forms ideally dispersed nanocomposites [42]. As clearly seen, TB values 
for PHB and PEO nanocomposites were higher than for PVB ones in all the range of 
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concentrations. Moreover, whereas the dependence of TB with wt% NPs was similar for 
PEO and PHB nanocomposites, it strongly differed from that obtained for PVB 
nanocomposites. Ideally dispersed systems are characterized by a critical concentration 
value, C*, separating a non-interacting regime (C< C*), in which TB does not vary with 
NPs loading, and an interacting regime (C> C*), in which the dipolar energy enhances the 
anisotropic energy barrier and TB increases with increasing concentration [48]. The strong 
dependence of TB with loading found for PHB and PEO systems evidenced the contribution 
of strong magnetic dipolar interactions to the magnetic behaviour, even at low 
concentrations of NPs. These results could be understood by the presence of regions of high 
NPs concentration (clusters) in which NPs are in close proximity and dipolar interactions 
are not negligible. This contribution would be responsible for the shifting and broadening 
of the ZFC curves hampering the observation of the non-interacting regime [48]. 
The most interesting point of this analysis is the fact that samples formed by sub-
micrometer clusters follow a clear and reproducible behaviour in their magnetic response. It 
is common to connect NPs aggregation processes with unpredictable and random behaviour 
of final materials. However, in this case, crystallization seems to work by imposing a 
restriction to growing of aggregates in a quite controlled way. An increase in NPs 
concentration produces an increase in the number of aggregates with its consequent effect 
on magnetization, blocking temperature and broadness of the peak that seems to follow a 
similar trend quite independently of the chemical nature of the semicrystalline matrix. 
Finally, TB and peak broadening were observed in samples prepared with bigger NPs, 
which can be easily explained by the increase in anisotropy and strength of dipolar 
interactions expected for higher NPs volumes (Figure 8). 
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Mechanical Behaviour 
 Mechanical behaviour of the prepared nanocomposites films was investigated by 
performing uniaxial tensile and depth sensing indentation experiments. Typical mechanical 
responses are shown in Figure 9a while a selection of mechanical parameters is listed in 
Table 3.  
 Under uniaxial tensile conditions PHB films behaved in a brittle manner exhibiting 
catastrophic failure at relative low deformation levels (typically less than 1%) (Figure 9a). 
The incorporation of γ-Fe2O3@OA unaltered the inherent brittle nature of the matrix 
behaviour. The addition of 3wt% of γ-Fe2O3@OA-3.5 promoted a reduction in the elastic 
modulus and slight increase in the strain at break. Further NPs incorporation, at least in the 
studied concentration range, had little effect on nanocomposites stiffness but reduced the 
maximum deformation capability. Given that PHB crystallinity was practically unchanged 
by the presence of NPs, the reduction in elastic stiffness can be explained by the structure 
of the NPs (or aggregates). A hard Fe2O3 core is coated with a soft oleic acid shell, so that 
aggregates were mechanically seen by the matrix as soft modifier particles. However, a 
decreasing trend in elastic modulus with increasing NPs concentration was not observed, 
probably due to the complex distribution of NPs.  
Unlike under uniaxial tension, all materials were able to develop plastic deformation 
under indentation load because the stress field beneath the indenter is mainly compressive, 
so that failure mechanisms, such as crazing, that promotes brittle fracture are suppressed. 
This was reflected in the loading/unloading curve hysteresis (Fig 9b), which is indicative of 
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irreversible deformation. The incorporation of NPs slightly changed the indentation 
response of the PHB matrix. 
As discussed above, the presence of NPs decreased the stiffness of the films. The 
reduced indentation modulus, Er, decreased with increasing NPs content. As well, 
indentation hardness, H, which is directly proportional to yield stress, [49] showed a slight 
decreasing trend with NPs content. The elastic stiffness, S, decreased in a larger extent than 
yield stress so that the P/S2 parameter increased, indicating that the nanocomposites turned 
out to be more resistant to permanent deformation than PHB.  
In summary, our results indicate that the addition of well dispersed γ-Fe2O3@OA-3.5 
slightly improved the mechanical behavior of PHB. The enhanced resistance to permanent 
damage may be linked to the interaction of core-shell NPs with growing crazes in the 
amorphous regions as described by Lee et al. [50]. They suggest that even NPs do not 
prevent craze fibrils formation, a new damage microstructure containing NPs clusters 
entrapped within the mature crazes is formed by local alignment and repulsion of the 
particles.  
 
CONCLUSIONS 
Reproducible superparamagnetic nanocomposites formed by sub-micrometric NPs 
clusters dispersed in a semicrystalline, biodegradable and biocompatible polymer, PHB, 
could be obtained by a casting technique.  
The crystallinity and lamellar thickness of the polymeric matrix were not 
importantly affected by the presence of NPs as a consequence of segregation of NPs to the 
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amorphous phase. Formation of clusters could be originated by the increase in local 
concentration of NPs produced by the advance of the crystalline phase and confinement of 
NPs to the amorphous phase.  
 Progressive increase in the blocking temperature of nanocomposites for 
variable amounts of magnetic NPs pointed to a behaviour mainly controlled by the number 
and size of dispersed clusters. Concentration of NPs in these aggregates was limited by the 
oleic acid coating used to stabilize NPs which enabled to maintain their individuality, 
helping to preserve the superparamagnetic state.   
Mechanical behaviour of PHB was slightly improved by the incorporation of the 
NPs. The dispersed clusters act as soft-shell particles and nanocomposites turned out to be 
less stiff but more resistant to permanent deformation than PHB. 
Our results show that morphology of the NPs distribution, at least for this size of the 
NP core, was strongly controlled by crystallinity of the matrix and processing conditions 
and that chemical nature of the matrix had little influence on the size and shape of 
aggregates and, consequently, on final properties of the materials. Both the slight increase 
in the resistance to permanent deformation of nanocomposites respect to the pristine 
polymer and the progressive change of the blocking temperature for variable amounts of 
NPs constitute new and valuable results proving that presence of aggregates did not 
preclude the generation of well controlled, high performance superparamagnetic 
nanocomposites. 
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Highlights 
• Superparamagnetic nanocomposites films were obtained from ultrafine NPs and 
PHB.  
• NPs were segregated to the amorphous phase of PHB during crystallization.  
• Magnetic properties were mainly controlled by number and size of dispersed 
clusters.  
• NPs slightly improved the mechanical behaviour of PHB.  
• NPs distribution was strongly controlled by crystallization of the PHB. 
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Table 1. Average size of clusters for different NPs contents in the matrix. 
Sample Mean Average Size (nm) 
3.5 wt% γ-Fe2O3@OA-3.5 91±64 
7.0 wt% γ-Fe2O3@OA-3.5 222±221 
7.0 wt% γ-Fe2O3@OA-9.5 131±93 
13.0 wt% γ-Fe2O3@OA-3.5 64±57 
19.6 wt% γ-Fe2O3@OA-3.5 85±86 
 
Table 2. Thermal analysis results: Matrix crystalline fraction (Xc), peak melting temperature (Tm) 
and values obtained by DSC and average size of crystallites obtained by Scherrer equation of PHB 
nanocomposites films. 
Sample Xc (%) (Eq.1) Tm (ºC) Lamellar Thickness (Å)
0 wt% γ-Fe2O3@OA 64.3 175.6 194 
3.5 wt% γ-Fe2O3@OA-3.5 65.7 176.6 203 
7.0 wt% γ-Fe2O3@OA-3.5 67.2 176.5 186 
7.0 wt% γ-Fe2O3@OA-9.5 66.9 176.4 --
13.0 wt% γ-Fe2O3@OA-3.5 64.6 177.6 151 
19.6 wt% γ-Fe2O3@OA-3.5 64.8 176.1 149 
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Table 3. Mechanical properties of PHB/γ-Fe2O3@OA-3.5 nanocomposites. 
 Uniaxial Tensile   Indentation   
Material E (GPa) σb (MPa) εb (%) Er (GPa) H (GPa) P/S
2
 
0 wt% γ-Fe2O3@OA 4.13±0.15 32.96±2.20 0.92±0.12 6.18±0.63 0.28±0.05 5.08±0.49 
3.5 wt% γ-Fe2O3@OA-
3.5 
3.50±0.39 28.04±3.11 0.98±0.03 6.09±0.81 0.27±0.06 5.24±0.46 
7.0 wt% γ-Fe2O3@OA-
3.5 
-- -- -- 5.05±0.27 0.26±0.03 6.99±0.43 
13.0 wt% γ-Fe2O3@OA-
3.5 
3.96±0.37 28.94±3.36 0.87±0.07 5.04±0.38 0.23±0.03 7.22±0.71 
19.6 wt% γ-Fe2O3@OA-
3.5 
3.63±0.14 27.33±5.00 0.83±0.13 4.70±0.33 0.19±0.02 6.67±0.66 
 
 
 
